
Findeter Colombia tender - Rolling Stock- Bogota
1. Message: tender proposals for 6 Locomotives and components in Colombia 
1. Text : The U.S. Commercial Service in Colombia has been notified by Findeter ( Local development Bank) about the purchase of  six rolling stock machines and components for the Bogota- Belencito corridor . This railway  corridor  has a restrictive curvature radius of 60 meters at some points and currently has rails of rails of  60lb/yd, 70lb/yd and 75lb/yd and 914mm gauge. For this reason, Findeter is interested in receiving proposals from U.S. Companies for : 
1. C21 locomotives
1. GE U10B Locomotives
1. GE U18 locomotives
1. Side discharge hoppers
1. Twist lock platforms
1. Ballast hoppers with bottom discharge
1. Point of contact :  for additional information, please contact Stephanie Delgado- Infrastructure Sector Lead - Stephanie.Delgado@trade.gov
1. Attachment : technical specifications included 
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Traction Motor Blowers: GE NC330

| Number: 2

 Weight: 219,000 Ibs

| Traction Motors: GE 752-E6 (Four)

Tractive Effort (starting) 83,500 Ibs @ 25%

| Tractive Effort (continuous): 57,500 Ibs @ 10.7 mph

‘Multiple Unit Capability: Yes

| Dynamic Braking: Yes

\
\
\
\
\
Ausilary Generator: GE GY27 | Atternator: GY27 \
Air Brake: Westinghouse | Model: 26NL \
Air Compressor: Westinghouse | Model: 3cDC \
Quantity Built: 163 | Dates: 3/1973 t0 1011976 \
- |- \
‘Exterior Dimensions |U1sB \
Total Length | 54-08" \
 Wheel Diameter |40" \
Truck Wheel Base 903" \
'Height to Hood Top |14-095" \
Height to Top Cab |14-045" \
Cab Width |10-03" \
}Top of Walkway |9-015" }
Walkway Width 500"
Center Bolster |30-08" \
'Leading Edge Front Truck to Front Pilot 3-00.5" \
‘Trailing Edge Rear Truck to Rear Pilot 3-00.5" \
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GE Advanced Generation, 1989 by James W. Kerr
GE Locomotives Vols 1 & 2, 1981, by James W. Kerr

Car & Locomotive Encyclopedia, 1984, Simmons & Boardman Publications
Moden Locomotive Handbook, 1979, Railway Fuel & Operating Officers Assn.
Diesel & Electric Locomotives Specifications, 1981, by F. K. Hudson

GE U18B Technical Mahual, 1973

J
Minimum Turning Radious |29 degrees |
E |- J
Fuel Oil: 1700 | Lubricating Oil: 160 |
Engine Cooling Water: 330 | Sand Capacity: 60 cu. ft. |
Options: |
Reference Sources:
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GE U10B

Data Sheet Information Compiled by: JEAN-DENIS BACHAND

New: 7 April 2007

| Drawing by: Jean-Denis Bachand

Engine Builders: Caterpillar

| 4-cycle Engine: D398 V12 and D3512

Bore & Stroke |6.5"x8.0"

RPM (Maximum / Minimum) | 1200/ 400 & 13004
Main Generator: GE - GT601 | Horsepower: 1000
Gear Ratio: 93:18 | Specd:64 mph
Trucks: 4-Wheel | Configuration: B-B
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| Traction Motor Blowers: Mechanically Driven

| Model: GE GY27 (two)

| Weight: 110,000 Ibs

| Traction Motors: GE 761 (four)

Tractive Effort (starting) 23,300 lbs @ 30%

| Tractive Effort (continuous): 33,000 Ibs @ 30 mph

Multiple Unit Capability: Yes

| Dynamic Braking: Yes

| Auxilary Generator: GE GY27 | Altemator: GE GMD-175
| Air Brake: Westinghouse | Model: 26LA
 Compressor: Westinghouse | Model: 2cDC.

| Quantity Built: Unknown

| Dates: 1962 to 1964

\
\
\
\
\
\
\
\
\
‘Exterior Dimensions |ut0B \
| Total Length | 33-06" (Phase 1) and 37-0" (Phase 2) \
 Wheel Diameter |36 \
| Truck Wheel Base | 7-02" \
'Height to Top Engine Hood | 12-00" \
| Height to Top Cab | 1110 \
Cab Width | 9-00" \
\Engine Hood Width |8-10" \
Walkway Width | 4-00" \
}Hﬂght Walkway Hgtw }
Center Bolster 19-05"
Center Front Truck to Front Pilot | 0-06" \
Center Rear Tucrk to Rear Pilot | 0-06" \
'Distance between Truck Centers | 26-03" \
'Minimum Turning Radious |57 degrees \
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|Fuel Oil: 400 | Lubricating Oil: 120

|Engine Cooling Water: 85 | Sand Capacity: 12 cu. ft.

‘Options:
I —
Reference Sources:

GE Advanced Generation, 1989, by James W. Kerr
GE Locomotives, Volume 1, 1981 by James W. Kerr

GE Locomatives, Volume 2, 1981 by James W. Kerr

The Car & Locomotive Encyclopedia, 1984, Simmons & Boardman Publications

The Modern Locomotives Handbook, 1979, Railway Fuel & Operating Officers Association
Diesel & Electric Locomotive Specifications, 1981 by FX. Hudson

GE Export U-Series Model Evolution, by Steve Palmano
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Data Sheet Information Compiled by: JEAN-DENIS BACHAND

New: 11 June 2005

| Drawing by: Jean-Denis Bachand

Engine Builder: General Electric

| Engine: 4-cycle Model FDL8

Bore & Stroke |9"X 105"
RPM (Maximum / Minimum) 1050/ 650
Main Generator: GE - GT581 | Horsepower: 1800

Gear Ratio- 74:18

| Speed- 70 mph




